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AQUAPOINT.COM

STAINLESS	STEEL	
MECHANICAL	PRIMARY	SCREENS

Aquapoint mechanical primary screens are designed
to remove solids and debris from raw wastewater.
Operation of the screen’s mechanical rake system is
fully automated. As water elevation increases in the
screen trough, the rake motor is energized to remove
debris from the screen channel. In the event of a high
water condition, a coarse screen or bypass will permit
flow to pass through the trough and an alarm will be
activated. The only maintenance requirement is to
periodically dispose of solids from the screen’s trash
basket. These easy to install mechanical screens are
ideal for both new build and upgrade/retrofit
applications. Choose from a variety of optional features
and packaging to ensure efficient installation and
operation. Contact AquaPoint for application specific
screen sizing and specifications.

STANDARD	FEATURES
 Constructed	of	Non‐Corrosive	Materials
 Rubber	Channel	Seals
 Stainless	Steel	Screenings	Basket
 Stilling	Baffles
 High	Water	Alarm	System
 Weatherproof	Drive	System
 Spare	V‐Belt
 100	Watt	Motor
 200v	– 480v	/	50	– 60	Hz	/	3ph
 7.5	Ft/Min	Rake	Speed
 Integral	Control	Panel
 Two	Year	Warranty

OPTIONAL	FEATURES
 Integral	Coarse	Bypass	Screening	for	High

Water	Conditions
 Heat	Trace	for	Cold	Climate	Applications
 Vented		Trough	Covers
 Inlet	&	Outlet	Fitting	Type
 Concrete,	Fiberglass,	Epoxy	Coated	Carbon

Steel	or	Stainless	Steel	Troughs
 Stainless	Steel	Screenings	Chute	for	Above

Ground	Installations

STANDARD	SCREEN	PACKAGES

PRIMARY	SCREEN	MODELS	&	CAPACITIES*	(GPM)

SLIT
(mm)

PS‐1 PS‐2 PS‐3 PS‐4 PS‐5

1 79 110 189 379 436

2 101 198 286 467 638

5 167 257 462 801 1057

10 189 330 493 907 1105

20 207 387 572 995 1145

30 220 405 608 1057 1215

* Noted	capacities	based	on	clean	water	conditions


